SLOT A GASKET OVER THE CONNECTING RODS.
THEN CAREFULLY SLOT COLUMN OVER CONNECTING RODS
FOLLOWED BY ANOTHER GASKET.

IF YOU HAVE A BLACK GLASS BASE MAKE SURE
THE PRINTED SURFACE IS ON THIS SIDE.

POLYSTYREN

1. USE THE SAME SIZE PIECE OF POLYSTYRENE AS BEFORE.
2. WITH HELP CAREFULLY LOWER THE GLASS BASE OVER THE
CONNECTING RODS TO REST ON THE POLYSTYRENE PACKAGING.

! FULLY TIGHTEN CAPS A'!
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SCREW CAPS A ONTO ENDS OF CONNECTING RODS.
MAKE SURE THAT THE FRONT EDGES OF THE GLASS SHELVES
ARE PARALLEL BEFORE FULLY TIGHTENING CAPS A.

PEEL OFF BACKING ON SINGLE SIDED ADHESIVE PAD C AND STICK ONTO
METAL FEET.

NOTE : IF YOU HAVE A 1000mm WIDE BASE PLACE A PAD ON MIDDLE FOOT.
THEN CAREFULLY REMOVE ALL THE POLYSTYRENE BETWEEN THE GLASS.

WITH HELP CAREFULLY ROTATE THE STAND ON TO ITS BACK.
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WITH HELP CAREFULLY ROTATE THE STAND ON TO ITS FEET.

IMPORTANT NOTES :
. DO NOT USE ANY OTHER FIXINGS THAN THOSE PROVIDED.

. THE GLASS SHELVES ARE TOUGHENED TO BRITISH STANDARD BS6206A - HANDLE WITH CARE.

. ASSEMBLE THE STAND ON A SOFT SURFACE WITH ANOTHER PERSON.

DO NOT MOVE THE STAND BY USING THE TV, SIDES OR GLASS SHELVES.

. DO NOT STAND OR CLIMB ON THE GLASS SHELVES AS THIS COULD RESULT IN PERSONAL INJURY AND OR DAMAGE TO YOUR EQUIPMENT.

. DO NOT USE SOLVENTS FOR CLEANING.

USE A DAMP CLOTH TO REMOVE ANY HANDLING OR PACKAGING MARKS.

SCREW BOLT B THROUGH HOLE IN THE TOP.

NOW PLACE YOUR AUDIO VISUAL UNITS ONTO THE
GLASS SHELVES. CONNECT ALL YOUR EQUIPMENT
TOGETHER WITH THEIR RELEVANT CABLES. ATTACH
THE GANG PLUG TO THE STEM WITH THE DOUBLE
SIDED ADHESIVE PADS D AT A POSITION WHICH SUITS
YOU BEST. CONNECT ALL THE PLUGS TO THE

GANG PLUG.
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USE THE CABLE TIES F TO BUNDLE
EXCESS CABLE TOGETHER.

STICK THE CABLE TIE MOUNTS
E TO THE STEM AT A POSITION
WHICH SUITS YOUR UNITS BEST.

SLOT CABLE TIES F THROUGH THE CABLE TIE MOUNTS E
AND TIE THE BUNDLES TO THE STEM

NOTE : IF YOUR TV HAS A SAFETY STRAP USE BOLT B
TO CONNECT IT TO THE STAND
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! 50 kg MAXIMUM WEIGHT !

120 kg MAXIMUM WEIGHT !

' > ! 40 kg MAXIMUM WEIGHT !
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SLOT THE SCREWS H THROUGH THE HOLES IN THE BACK PANEL AND
THROUGH THE BACK PANEL SPACERS G.

FIX THE ENDS OF SCREWS H INTO THE THREADED HOLES IN THE EDGES OF
THE METAL PLATES.

SCREW UNTIL NEARLY TIGHT. THEN LOWER THE TOP COVER INTO POSITION.

SLOT THE TOP COVER OVER THE SCREW BETWEEN THE METAL PLATE AND
THE SPACER. THEN FULLY TIGHTEN SCREW.




