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! MAKE SURE YOU HAVE THE BASE PANEL THE RIGHT WAY ROUND !

THEN FIX IT TO THE BACK PANEL WITH SCREWS F. DO NOT FULLY TIGHTEN AT THIS STAGE.
THREAD THE METAL STUDS J INTO THE METAL INSERTS IN THE UNDERSIDE OF THE BASE.
THREAD LEG 2 ONTO THE METAL STUDS UNTIL THEY ARE TIGHT AGAINST THE BASE.

PUSH THE METAL CAMS E INTO THE BASE MAKING SURE THE SMALL ARROW IS POINTING
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CAM LOCKED

&
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LEFT HAND SIDE

OUTSIDE EDGE

CAREFULLY SLIDE THE METAL DOWELS ON THE LEFT HAND SIDE PANEL INTO THE HOLES IN
THE EDGES OF THE ASSEMBLED PANELS.

TURN THE METAL CAMS TO THE LOCKED POSITION. CHECK THAT THE PANEL EDGES ARE
SQUARE TO THE SIDE.

RIGHT HAND SIDE

REPEAT THE SAME STEPS FOR THE RIGHT HAND SIDE.

DARK SURFACE ON OUTSIDE %

TO THE OUTSIDE EDGE.
|

FULLY TIGHTEN SCREWS F

.

WITH HELP CAREFULLY TURN THE CABINET OVER ONTO THE SIDE EDGES.
NOW FULLY TIGHTEN SCREWS F.

FIX THE CABLE COVER 1 TO THE UNDERSIDE OF THE BASE WITH SCREWS I.
CHECK THAT THE DARKER SURFACE IS ON THE OUTSIDE.

THEN WITH ASSISTANCE TURN THE CABINET OVER ONTO ITS FEET.

UNDERSIDE OF TOP

CAREFULLY SCREW METAL DOWELS D INTO THE UNDERSIDE OF THE TOP.

WITH HELP GENTLY LOWER THE TOP PANEL ONTO THE CABINET.

MAKE SURE ALL THE METAL DOWELS FIT INTO THE HOLES IN THE EDGES OF THE PANELS.

TURN THE METAL CAMS TO THE LOCKED POSITION.

COVER THE CAM HOLES WITH COLOUR MATCHING COVER CAPS K . I age 3

PUSH PIVOT CUPS L INTO THE HOLES IN THE FRONT CORNERS OF THE BASE.




919 NA vd SNOILONYLSNI AT9INISSY FONVH 00€L LNFONVL

! WARNING !
GLASS DOORS
! HANDLE WITH CARE !

STICK ADHESIVE METAL
PLATES O TO THE INSIDE
CORNERS OF THE GLASS DOOR

USE THIS PACKAGING ON THE SHELF TO
HELP ALIGN THE GLASS DOORS AND PROTECT
THE FRONT EDGE DURING ASSEMBLY.

PLACE THE HINGE INTO THE BOTTOM PIVOT CUP IN THE BASE.

PUT THE OTHER HINGE INTO THE PIVOT CUP L AND INTO THE SHELF WHILST CAREFULLY SLIDING THE CORNERS OF THE GLASS DOOR BETWEEN THEM. TURN THE SCREWS N TO FIX THE DOOR.

ONCE BOTH DOORS ARE HELD YOU WILL NEED TO ADJUST THEM BOTH TO MAKE THEM FIT SQUARE WITH THE CABINET AND PARALLEL WITH EACH OTHER.

THE DOOR CATCH CAN ALSO BE ADJUSTED FORWARDS AND BACKWARDS TO GET THE GLASS DOORS PARALLEL WITH THE FRONT EDGES OF THE CABINET.

STICK THE CABLE TIE MOUNTS R TO THE BACK PANEL
AT A POSITION WHICH SUITS YOUR UNITS BEST.

USE THE CABLE TIES S TO BUNDLE
EXCESS CABLE TOGETHER.

! FOR BLACK GLOSS CABINETS ONLY !
! GENTLY PEEL OFF PROTECTIVE FILM ON BLACK PANELS !
! CAREFULLY LOWER TV ONTO CABINET !

NOW PLACE YOUR AUDIO VISUAL UNITS ONTO THE CABINET SHELVES.

CONNECT ALL YOUR EQUIPMENT TOGETHER WITH THEIR RELEVANT CABLES.

USE THE CABLE TIES AND MOUNTS TO GUIDE THE CABLES DOWN THE BACK PANEL AND INTO
THE CABLE COVER.

CONNECT ALL THE PLUGS TO THE GANG PLUG.

ADJUST THE HEIGHT OF LEG 2 TO LEVEL THE CABINET IF NECESSARY.
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1. CAREFULLY SLOT THE TOP EDGE OF CABLE COVER 2 INTO THE GROOVE IN THE UNDERSIDE OF THE SHELF.
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2. THEN GENTLY BEND THE CABLE COVER AND SLOT THE BOTTOM EDGE INTO THE GROOVE IN THE BASE.

DO THIS BOTH SIDES. MAKE SURE DARKER SURFACE OF THE CABLE COVER FACES IN. FIX THE COVER IN PLACE USING SCEWS I.

GENTLY PUSH THE GANG PLUG AND ALL THE CABLES INTO THE CABLE COVER UNDERNEATH.
WITH ASSISTANCE CAREFULLY FLEX THE CABLE COVER OVER.

ALIGN THE HOLES IN THE CABLE COVER WITH THE HOLES IN THE TOP SURFACE OF THE BASE.




